QOBLUVENT

VENTILATION TECHNOLOCGCY

SMOKE EXTRACT FANS C

AXF Series

Axial Type Smoke
Extract Fans

FAN
- Tubular sheet steel casing.
- Variable angle rotors made of ca
- Approved in accordance with sta-‘

MOTOR

(0 — -



TECHNICAL SPECIFICATIONS

MODEL MAX. AIR FLOW (m>/h) WATT SOUND (dBA) RPM (dk)

25U/2.F... 2150 0,25 2950
28U/2.F... 3000 0,37 83 2950
31U/2F.. 4000 0,55 85 2950
35U/2.F. 5500 1,10 89 2950
40U/2.F... 8000 , 1,50 92 2950
45U/2.F... 11000 , 3,00 95 2950
50U/2.F.. 14000 400 9% 2950
56U/2.F... 5 17780 5,50 97 2950
63U/2.F... 22700 B 7,50 98 2950
71U/AF... 20000 R 2,20 1450
71U/4.F... 24000 400 1450
80U/4F... | 5,50 1450
80U/4.F... § 7,50 1450
3,00 | 1450

7,50 ) ‘* 1450

7,50 3 1450

11,00 1450

1450

. 9 ; 1450
112U/4. _ b W 00 | : 1450

112U/4.F. | | - 14
112U/6.F.. 5 (W 750k W 9
125U/4.F... ' -
125U/4F...
125U/4F...
125U/4F...



AIR FLOW PERFORMANCE DATA

AIR FLOW PERFORMANCE DATA / PA / (m?/h)

| 100 | 150 | 200 | 250 | 300 | 400 | 500 | 600 | 700 | 800 | 900 [1000_
25/ 2150 2000 1700 1270 = = - - - - - -
28U/2.F... 3000 2820 2500 2250 1780 - - - - = - -

MODEL

31U/2F.. - 4000 3600 3300 3000 @ - - - - - - -
35U/2F.. - 5500 5235 5000 4750 4100 - - - - - -
40U/2F... - - 8000 7600 7300 6550 5710 3510 - - - -
45U/2.F.. - - - 11000 10400 9700 8750 7300 - - - -
50U/2.F.. - - - 14000 13600 13000 11900 10550 8900 - - -
56U/2.F... - - - - 17780 16770 15680 14400 12700 10500 - -
63U/2F.. - =\ - - 22700 21600 20350 18900 17200 15400 - -

71U/4.F.. 20000 20000 00 15000 13000 - - - - - - -
71U/4F.. - - 24000 19000 16000 - - - B - - -
80U/4.F.. 28000 28000 25000 20000 13000 - - -X - - -
80U/A4.F... - - 33000 28000 25000
29000 29000 26000 23500 20000

- - 40000 34000
43000 43000 41000 39000 37500
- - 50000 48000 46500 42000
: - - - 59000 52000
- - 55000 47000
- 64000 61500 57000

- = 80000
50000 45000
125U/4.F... 62000 57000 3t - _
125U/4.F.. 6100 000 58000 ) 50000 45000 40000 35Q
125U/4F... - 88000 85000 /83000 00 71000 66000 600
125U/4.F... = B 5000 105000 10000 ' b e‘g ) 84000 760

by , -

20000 = - - = =
25000 @ - - - -
30000 @ - - - -
46000
69000

112U/4.
112U/6.F...

DIMENSIONS

MODEL



ACCESSORIES CONNECTIC

=

Q) N\~



ODBLUVENT

VENTILATION TECHNOLOCGY

AXIAL JET FAN

ZXF Series
Axial Jet Fan

CZOO"
C300°
C400°

FAN : ‘ A _ '
-Single-d ," -reversible ventilation unit cons ling of a fan, silen ers, deflectors a fd brackets, certified for :
extraction il jith standard EN-12101-3: 0 AC:2006. » |

- Turnable impeller \ ninium designed for optimum thrust.

- Protection guaroc ts, in accordance with standard UNE-EN ISO 12499:2010 in single-directic

b,

- Deflectors to increase on the impeller si \: rsible Jels are fitted with deflectors or

- High effective silencers witt d acustic insulation.
- Airflow direction from motor tc 100% reversib

MOTOR
- Class H motors ongoing use S1 and S2 eme

- Three-phase 400V-50Hz ; _
- Maximum temperature of air to be carried: S1 contir
Also suitable for hot climates with temperatures up to 50°

¥

MODEL MAX. AIR FLOW (m*/h)| WATT SOUND (dBA) AMPER RPM (dk) THRUST (N)



AIR FLOW PERFORMANCE DATA

DIMENSIONS

MODEL

Outlet Distance (X)
Outlet Distance (y)

Air Flow

Thrust

Outlet Distance (X)
Outlet Distance (y)

Air Flow

Thrust

Outlet Distance (X)
Outlet Distance (y)

Air Flow

Thrust

Outlet Distance (X)
Outlet Distance (y)

Air Flow

Thrust

DIMENSIONS / mm

4.800/2.400

35/9

6.000/3.000

58/14

9.800/4.900

75/18

12.800/6.400

87/25

m

(m?/h)

A (mm)

C (mm)

DI (mm)

H (mm)




SDBLUVENT

VENTILATION TECHNOLOGY

CENTRIFUGAL JET FAN c E

ZXR Series
Centrifugal Jet Fan

|

Long-range 2h and 400°C/2h centrifugal inducation jet fans for use in fire risk zc L[L/vith a low profile.

L

fAN : :
- Sheet steel casin , A\ N : {‘
- Impeller with reac d remely robust shee 1

- IAT series safety switch b an

- Support feet included.

MOTOR
- Class H motors ongoing use S1 and S
depending on models. e
- Three-phase 400V-50Hz e
- Maxjmum temne‘rature of air to be carried: 51 con

3
1

i

MODEL MAX. AIRFLOW (m*/h) SOUND (dBA) | AMPER RPM (dk) | THRUST (N)

-

705



AIR FLOW PERFORMANCE DATA

Outlet Distance (X)
Outlet Distance (y)

Air Flow 6.840/3.420

Thrust 63/28

Outlet Distance (X) 50

Outlet Distance (y) 22

Air Flow 9.350/3.675 (m*/h)

Thrust 75/19 N

ZXR 100

Outlet Distance (X) 53 m

Outlet Distance (y) 23 m

Air Flow 11.950/5.975 (m?/h)

Thrust 100/25 N

DIMENSIONS

DIMENSIONS / mm

A(mm) | B(mm) | C(mm) | V2 (mm) | V1 (mm)
4 5’ K

MODEL




